
 DATE  TIME  DATE  TIME

 INSPECTED BY  INSPECTED BY

 (PRINT NAME)  (PRINT NAME)

DATE TIME INITIAL DATE TIME INITIAL DATE TIME INITIAL DATE TIME INITIAL

REGULAR INSPECTIONS (BEFORE USE) REGULAR INSPECTIONS (BEFORE USE)

 Double guardrail in place  Ladder set at 75
o
 on bracket

 SureStand® (800 Kg/Stand)

 Solid, firm & level base.

 Stands max. 1.2m centres  Anti-flip Brackets @ Board Ends

 No damage to equipment  Toe boards secured in place.

 Stands max. 1.2m centres

 No damage to equipment

 Bearing pins engaged

 Double guardrail in place

 No damage to boards

 Anti-flip Brackets @ Board Ends

 Toe boards secured in place.

 Ladder/Staircase secured in place

 Ladder/Staircase set near mid span

 Ladder set at 75
o
 on bracket

SafeStand Ltd

0208 795 3579 0208 795 3579

BEFORE BEING TAKEN INTO USE.

 Front posts secure

SafeStand Ltd

 SafeStand® (1000 Kg/Stand)

 SureStand® (800 Kg/Stand)

 Solid, firm & level base.

SafeStand®/SureStand® Erection 

& Inspection Checksheet

TO BE COMPLETED BY A SUITABLY TRAINED PERSON

 Location Of Access System:

CHECKLIST

 SIGNED

 Platform level

 No gaps in boards

BEFORE BEING TAKEN INTO USE.

CHECKLIST

 Platform level

 No gaps in boards

SafeStand®/SureStand® Erection 

& Inspection Checksheet

 Location Of Access System:

TO BE COMPLETED BY A SUITABLY TRAINED PERSON

 SafeStand® (1000 Kg/Stand)  No damage to boards

 SIGNED

 Bearing pins engaged  Ladder/Staircase secured in place

 Front posts secure  Ladder/Staircase set near mid span



 DATE  TIME  DATE  TIME

 INSPECTED BY  INSPECTED BY

 (PRINT NAME)  (PRINT NAME)

DATE TIME INITIAL DATE TIME INITIAL DATE TIME INITIAL DATE TIME INITIAL

 Ladder set at 75
o
 on bracket

REGULAR INSPECTIONS (BEFORE USE) REGULAR INSPECTIONS (BEFORE USE)

 Anti-flip Brackets @ Board Ends

 No damage to equipment  Toe boards secured in place.

 Ladder/Staircase secured in place

 Front posts secure  Ladder/Staircase set near mid span Ladder/Staircase set near mid span

 Double guardrail in place  Ladder set at 75
o
 on bracket

 SureStand® (800 Kg/Stand)

 Solid, firm & level base.

 Stands max. 1.2m centres

 Double guardrail in place

 SureStand® (800 Kg/Stand)

 Solid, firm & level base.

 Stands max. 1.2m centres  Anti-flip Brackets @ Board Ends

 No damage to equipment  Toe boards secured in place.

SafeStand Ltd SafeStand Ltd

0208 795 3579 0208 795 3579

 SIGNED  SIGNED

 Bearing pins engaged  Bearing pins engaged Ladder/Staircase secured in place

 Front posts secure

CHECKLIST CHECKLIST

 Platform level  Platform level

 No gaps in boards  No gaps in boards

 SafeStand® (1000 Kg/Stand)  No damage to boards  SafeStand® (1000 Kg/Stand)  No damage to boards

 Location Of Access System:  Location Of Access System:

TO BE COMPLETED BY A SUITABLY TRAINED PERSON TO BE COMPLETED BY A SUITABLY TRAINED PERSON

BEFORE BEING TAKEN INTO USE. BEFORE BEING TAKEN INTO USE.

SafeStand®/SureStand® Erection SafeStand®/SureStand® Erection 

& Inspection Checksheet & Inspection Checksheet


